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The ”Green” Protection of the 
surfaces of the Built Environment 
How to manage the need for 
environmentally friendly solutions 
with the need for long lasting 
conservation interventions 
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All natural stone are porous. As long as we 
have an  absorption factor, stone will stain 
and deteriorate over time  from frequent 
and heavy rains, airborne dirt and dust, use  
of tap water in the routine cleaning which 
contains salts,  minerals and chlorine - they 
are all detrimental to natural  stone. In 
addition spills from oil, food, beverages can  
penetrate entirely and discolour the stone. 

To preserve the longevity of a natural 
stone installation it  is very important to 
protect it with a proper impregnation  
sealer. 

UNTREATED 
STONE 

STONE 
TREATED 

(with impregnation 
sealer) 

Gargoyle in Bavaria damaged by acid rain 
*Source: wikipedia.org 

How to Protect  
Natural Stone? 



 
Protection is the end of the conservation 
cycle 
 
Planned maintenance programme 
 
What is needed 
Knowledge by means of analysis 
 
P re - in te rven t ion samples to be 
monitored by appropriate instruments 
 
Goal: choosing the most suitable sealer 
for each specific case.  

STONE SURFACE PROTECTION 
 
 



SURFACE PROTECTION 
 
 

OBJECTS to be protected :  
Walls, façades, structures made of 
porous materials 
 
Exposure to weathering and the 
aggression of condensation humidity or 
anaimal and vegetal micro-organisms. 
 
Main Goal:  
To saveguard surfaces against physical 
and chemical aggressions of :  
-  Chemical agents  
-  Harmful substances carried by 

external natural agents 
-actions by vegetal organisms 
-UV rays 
-airborne chloride etc 

Fonction:  
-   to stop water insert 
-  To stop the attack of weathering agents 



FEATURES AND PROPOERTIES OF WATER-
PROOFING PRODUCTS 
 
WHAT ARE THE MAIN REQUIREMENTS: 
  
 
 
•  Water repellancy 
•  Breathablility 
•  Materials compatibility 
•  Abscence of harmful by-products 
•  Reversibility …  is it still reasonable?  
•  Stability to  U.V. rays 
•  Neutral visual impact 
•  To be only applied after cleaning  
•  Possibility to check the real performance and longevity 
 
!planned maintenance programme 
 
 
 



ABSENCE OF HARMFULS BYPRODUCTS: film-making or improper 
products that were used in the past and that contained solvents or Volatile 
Organic Compouds (VOC) 
 
-  Colour alterations 
-  “wet” effect  
-  Surface getting yellowish 
 
 

EXEMPLE OF NON FUNCTIONAL COATING 



  
U.V resistance  
 
  
NEUTRAL VISUAL IMPACT 
 
Neutral clear substrate ! 
  
APPLICATIONS: 
The substrates need to be perfectly clean and 
dry, with no humidity, without any soluble salts, 
algi, moss or lichens  
 

PROTEZIONE INVISIBILE 



AEROPULITURA  
 
 

VERY SELECTIVE AND MULTI-PURPOSE CLEANING 
 
 
 

MICRO-ABRASIVE 
CLEANING 



Eiffel Tower (1887)Paris 
Removal of a wax-based 
sealer from the stone 
pillars of the Eiffel tower 
with the IBIX System + 
80 mesh almandine 
mineral media 

MICRO-ABRASION TECHNIQUE TO REMOVE OLD SEALER 



Malta Island, Cleaning of historical walls and 
fortifications 

IBIX MOBILE LAB 
On site Diagnostic analysis 
on historical materials 

Cleaning with HELIX rotational cleaning technology to remove 
gypsum crust and soot from limestone 



TESTIMONIAL 
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HOW TO CERTIFY THE APPLICATION OF 
PROTECT.IT 

 
 
 
 
 
 
 
 
 
 
 

TEST LAB - INSTRUMENTS 
 

TRIAL TEST  : to certify water 
a b s o p t i o n a f t e r t h e 
application and product usage 
on the surface to be treated, a 
water absorption test will 
have to be made before and 
after the application of the 
sealer using the “sponge test”.  
 
 
This TEST is also to be made 
again at the end of the 
application and at the time 
intervals that are provided for 
by the miantenance plan.  



Certify the application with the water absorption test and check the visual 
aspect and colour to check that the sealer worked fine. 
 
Check water repellency at regular intervals 
 
 
 

PLANNED MAINTENANCE : 



HOW NEW GENERATION FLUORO-POLYMER BASED 
WATER AND OIL REPELLANT PRODUCTS CAN HELP 
PROTECTING THE SURFACES OF OUR CITIES  
 
 
 
 



Untreated Surface 
All porous and natural stone surfaces 
need to be sealed  periodically as the can 
easily absorb water, oil, dirt, paint  and 
graffiti. 
Untreated surface is vulnerable to 
absorbing foreign  substances, which 
can weaken the stone and lead to  
permanent staining and the growth of 
mold. 

Untreated surface 
contamination 

Untreated surface 
staining 



Surface  Treatments 
Bricks, pavers and concrete can all 
benefit from the  protection of a 
waterproof sealer. Surfaces that repel  
water, dirt and oil are less likely to grow 
mold or  mildew and are easier to keep 
clean. 

The surface treatment of porous 
building materials  adds value, 
extends product life and reduces  
servicing frequencies and intensity. 

Sprayed concrete beam 15 mins after application.  
Outer edges dry and beading. 

Grafton Street in 
Dublin 



Modifying Superficial Tension 
•  Liquids penetrate when the SURFACE FREE ENERGY of the substrate > 

SUPERFICIAL TENSION of the liquids 

•  The solution is to modify the SURFACE FREE ENERGY of the substrate. 

THE TECHNOLOGY 
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Substrate 
Suface free 

energy  
[mN/m] 

Limestone 95 

Concrete 80 

Brick 75 

Granite 60 

 Liquid Superficial 
tension [mN/m] 

Water 72 

Oil 30 

Solvent 20 
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Modifying Surface Free Energy 
•  With a dated water repellent product, the superficial tension can be 

reduced to 43 mN/m 
 

•  With PROTECTiT 100 this value decreases to approx.10 mN/m 

UNTREATED  
STONE 

STONE TREATED  
(with PROTECTiT 100) 

AIR 

LIQUID  

SOLID 
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THE TECHNOLOGY 



Ordinary sealers are designed to be 
either water or oil  resistant, not water 
or oil proof. 

If a liquid is left on the stone long 
enough, it will  eventually 
penetrate and stain the stone. 
Most  of sealers require frequent 
buffing, burnishing, or 
reapplication, they can build up and 
cause an unsightly  appearance, giving 
an unnatural, wavy, plastic look to  the 
stone or simply turn yellow. 

PROTECTiT 100 is an impregnation 
sealer that  prevents ingress of water, 
oil, dirt and graffiti to  porous wall, floor 
and roof building substrates allowing  
the surface to breathe. It does not 
change the  appearance of a treated 
surface. A treated surface will  remain 
moisture and vapour permeable. 

Ordinary Sealers  vs 
PROTECTiT 100 





Modifying Surface Free Energy 
•  Liquids penetrate when the SURFACE FREE ENERGY of the substrate > 

SUPERFICIAL TENSION of the liquids 

•  The solution is to modify the SURFACE FREE ENERGY of the substrate. 

Substrate Suface energy  
[mN/m]

Limestone 95 

Concrete 80 

Brick 75 

Granite 60 
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 Liquid Superficial
tension [mN/m]

Water 72 

Oil 30 

Solvent 20 

PROTECTiT100 10 
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THE TECHNOLOGY 



FLUORINE = F- 

OPTIMISED FLUOROPOLYMER CHEMISTRY 

•  Smallest, most 
ELECTRONEGATIVE element 

•  Fluorine has the highest Pauling  
value of any molecule 

 
 
•  SMALL SIZE, BIG STRONG  

FORCE FIELD 
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HOW IT WORKS? 



C6 - FLUOROPOLYMER  
CHEMISTRY 

 
•  Ordered distribution gives a  

Surface Free Energy (SFE) 
of 10 mN/m 

•  The interstitial voids allow the  
substrate to remain breathable 

•  Very low Sd values* 
 

*(Sd value is a measure of Breathability.  
  Treated surface remains fully breathable). 
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HOW IT WORKS? 



PARTICLE PACKING + COATING GEOMETRY 

•  C6 POLYMER = 

•  2 x C6 POLYMER = 

•  6 x C6 POLYMER =   
  

•  The hexagon is the most stable  
structure in nature. 

•  Minimum amount of material  
occupying the largest area. 
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HOW IT WORKS? 



A QUESTION OF AVAILABLE SPACE? 

1: You can only saturate the substrate with ONE layer of Fluorine atoms 

2: Saturation is achieved when you have mapped the topography with one layer 

NO ADHESION WASTE 

OPTIMISED 
DISTRIBUTION 

SUBSTRATE 

ELECTROSTATIC  
REPULSION 
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HOW IT WORKS? 

www.protectitsp.co.uk | www.ibix.co.uk 



TRIANGLES, DIAMONDS AND HEXAGONS 

If the substrate is: •  ROUGH 

•  OR SMOOTH 

•  DIAMONDS 

•  HEXAGONS 

It is a question of geometry and  
occupying the available space on  
the substrate! 

With:  •  TRIANGLES 
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HOW IT WORKS? 



•  Preserving the beauty of buildings and 
architectural works against water ingress,  staining, pollution, 
graffiti, corrosion,  carbonation, efflorescence, chlorides, etc. 

•  Impregnation product: no risk of peeling off 
•  Fully breathable 

•  100% invisible 

•  Dry in less than 1 hour, showerproof after 4 hours 
•  Aqueous Fluoropolymer composition 

•  Zero VOCs 

•  Suitable for vertical and horizontal surfaces 
• (interior and exterior) 

•  Works even in case of micro-cracks 

•  Non-flammable, easy to apply 

| - 27 - 

FLUOROPOLYMERS 
PROPERTIES: 



 
PROPERTIES 
 

•  Resistance to dirt, pollution, graffiti 
and the ‘freeze-thaw’ cycle 

•  Water & oil repellency 

•  Improves the thermal insulation value  
of a treated surface 

•  Long lasting efficiency: 
-  Up to 15 year performance on 

vertical surfaces 

Use on 
•  Vertical and horizontal surfaces 

•  Porous materials such as brick, stone, 
or rendered walls 

4 
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NEW FLUOROPOLYMERS 
 



Can be used on : 
 plastered walls + paints based on 

•  Lime 
•  Silicates 
•  Acryl-siloxane 
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NEW FLUOROPOLYMERS 
 



 Perfect for GROUND SURFACES 
•  Suitable for ground surfaces with  

high levels of foot traffic 
•  Resistant to dirt, pollution, frost & abrasion 
•  Dry in less than 1 hour,  
•  Shower proof after 4 hours 
•  Long lasting efficiency: 

- Up to 10 year performance on  
horizontal surfaces – with proper maintenance 

-  plan 
 

Use on 
•  Horizontal surfaces such as pavements,  

pedestrian zones, car parks, driveways,  
terraces, patios etc. 
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PREFECT PROTECTION FOR 
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THE NEW FLUOROPOLYMERS 
 



Application 

•  Roller 
•  Brush 
•  Backpack spray unit 
•  HVLP spray unit 

Totally Safe 

•  Will not damage wooden  
w indows, doors , meta l  
surfaces, furniture, etc 

- 31 
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HOW TO APPLY THEM? 
 



PROTECTiT 100 

•  BBA approved 
•  CE Marked 
•  EN1504-2 complaint 
•  BD43/03 complaint 
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Certifications 
 



COMPLETED: IN ACCORDANCE WITH BS 8204 

ALL TESTS WERE COMPLETED: IN ACCORDANCE WITH BS 8204. 

British Standard Compliance:  TEST RESULTS.  (Slider 96/4S Pedestrian) 

Tile. Condition Slip Meter 
Result. 

Coefficient of 
Friction µ. 

Equivalent 
PTV Value. 

Risk Level. 
(HSE Compliance) 

 
Honed Granite 

 
DRY. 

 
119 

 
0.56 

 
52 

 
LOW. 

As Above. WET. 124 0.48 46 LOW. 

Flamed Granite. DRY. 107 0.91 77 

As Above.  WET.  115  0.64  58 

LOW.  

LOW. 

The above tests were carried out on the floor surface in the condition, “as found”. Water was added to 
the surface to simulate full wet, worst case slip risk. 
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SLIP RESISTANCE TESTING 
 



COMPLETED: Following Application of PROTECTiT 100 

(4 of 5) 
 
Tests Completed following the Application of Impregnation. 

Tile. Condition Slip Meter 
Result. 

Coefficient of 
Friction µ. 

Equivalent 
PTV Value. 

Risk Level. 
(HSE Compliance) 

 
Honed Granite 

 
DRY. 

 
118 

 
0.58 

 
53 

 
LOW. 

As Above. WET. 124 0.48 46 LOW. 

Flamed Granite. DRY. 107 0.91 77 

As Above. WET. 116 0.62 57 

LOW.  

LOW. 
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SLIP RESISTANCE TESTING 
 



Thermal Insulation Properties of PROTECTiT 100 
PROTECTiT 100 has a Sd value of 0.036 as tested and calculated by the BRE 
(Buildings Research Establishment). 

BEFORE: 
High levels  
of heat loss  
(Red) 
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AFTER: 
Improved 
insulation from 
treatment (Blue) 

 
The increased insulating power of a Protect iT 100 treated surface 
will serve to lower energy bills and therefore carbon footprint. 

BEFORE AFTER 
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THERMAL INSULATION 



Technical Data 

PROTECTiT 100 
•  Chemical Composition:  

Aqueous fluoropolymer  
dispersion 

•  Density: 1.0kg/lt @ 25ºC 
•  Chemical Resistance:   

mild acids and alkalis, water and 
de-icing salts 

•  Coverage: Dependant on  porosity 
•  VOC Content: 0.0g/litre 
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TECHNICAL DATA 



Technical Data 

CE Marked to BS/EN 1504-2 under the CPR.  

BBA-FPC Certified – Cert 0836-CPR-13/F059.  

Manufactured to ISO-9001 / 14001 QMS EMS.  

VOC Free, chemically inert. 

10+ year product life on horizontal surfaces.  

Over 5,500,000m2 of treated areas. 
Proven ROI information, horizontal/vertical. 
Improved thermal/acoustic insulation properties/

values.  Reduces maintainance costs. 

Improved product life and aesthetic value.  

Improved freeze/thaw resistance. 
Improved resistance to moss and algae. 
Reduced adherence of chewing gum to a treated 
surface 
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Key features of PROTECTiT 100 
 



As well as the unique selling points PROTECTiT 100 
has over many of its competitors there are other 
benefits one should consider when thinking about 
utilising PROTECTiT 100 to protect material. 

Other practical benefits 

- 38 - 

Maintenance:  
•  We have seen up to 84% reduction in costs associated 

with maintenance cleaning costs 

•  This cost saving far outweighs the cost of application 

•  When maintenance crews use power washers on paving 
where it has been laid on sand. This can cause serious 
issues over time due to sand being washed away, slabs 
starting to move and potentially ‘belly’ and cause trip 
hazards. This can be a serious concern in public areas. 

•  The removal of chewing gum in public areas using the 
IBIX gum removal system is far easier. In cases, a light 
wash will remove the gum 

 
On large projects still in planning stages: 

•  Availing of pre-sealed product can save much time in 
laying as well as the ease of cleaning once finished 

•  Issues such as oil spills, general spillages, general clean-
up saves time and potential to relay some areas 

•  These are attractive selling points for large paving 
manufacturers and planners 

Sealing St. Patricks 
Bridge, Cork 



Frequently asked questions 

- 39 - 

What do you do before you apply PROTECTiT 100? 
•  Ensure the surface is clean from any dirt or grime 

•  Power wash if required and allow to dry 

How do you clean before applying? 
•  This all depends on how dirty the area is, sometimes a light wash is 

required but other times a deep clean is required. PROTECTiT 100 uses 
a variety of cleaning products to ensure the substrate is as clean as 
possible before sealing 

What can I spray? 
•  You can spray any porous stone material. 

How much product do I need ? 
•  This varies from product to product. For Granite we usually say around 

8sq/m per litre. Generally the average is between 4-5 sq/m per litre. 
What kind of substrate can I apply PROTECTiT 100 to? 

•  Stone, natural stone, granite, limestone, sandstone. Any porous stone 

Where shouldn’t I apply PROTECTiT 100? 
•  You should never apply PROTECTiT 100 to dirty areas. You NEVER 

want to seal in stone. 

When shouldn’t I apply dirt or grime that exists in the pores of the 
PROTECTiT 100? 

•  You should never apply PROTECTiT 100 when the temperature is below 
5 degrees Celsius. It can be applied if the temperature is rising. The 
product must be given the chance to dry. Water carried the fluoropolymer 
into the pores of the stone and must be allow to seep into these areas 
and dry. 



In-Line Sealing 
Over the years PROTECTiT 100 has 
been utilised in  Ireland and United 
Kingdom in manufacturing facilities.  
Pre-treated products command a much 
better margin  for the manufacturer. 
 

“Faster and easier to clean, to a 
higher standard,  with no chemicals 
and less materials” 

Gary O’Loughlin Galway City Council 

Pre-sealed product 2 years after 
installation 

Sealed 
surface 
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IN-LINE APPLICATION SYSTEM 
This is benefitial to the manufacturer as they can promote a protected product and in the public 

realm this can be very beneficial. 
Spraying at source is cheaper and results in a better product over its lifetime. 

Below is an example of how in-line sealing can be implemented. 

1. Space required to install 
Coating Unit 

2. Installation of Air Knife 

This is to ensure all dust 
particles and  loose 
impediments have been 
removed  prior to sealing. 

3. Installation of 4 X Coating 
Heads and  Dosing Trials 

The above example is based 
on  500mm x 500mm slab 
being sprayed 



IN-LINE APPLICATION SYSTEM 

4. Pump Feed & Pressure Regulator from IBC 
Station 
 
Systems such as these are very common now in 
manufacturing facilities  and allow greater control on 
the amount of product used as well as  cutting 
down on labour on-site. 

The greatest benefit we find is cleaning up from 
any accidents, spills 
that can occur on-site during the laying process. 

The cost of sealing at source far outweighs the cost 
of sealing once the  product has been laid. 
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IN-LINE APPLICATION SYSTEM 

IBC Pump to Flow 
Regulator 

3 Fixture Solenoid Controlled 
Dosing System 

SPECIFICATIONS 

•  Application system for in-line coating of PROTECTiT SP surface 
treatments, 
240 Volt diaphragm pump complete with suction hose and filter for 
IBC tank. 

•  Pressure control valve and pressure gauge for adjustment of nozzle 
pressure. 

•  4 nozzle spray bar with triple nozzle, hollow cone spray tips. 

•  On-off solenoid valve for nozzles. 

•  All over misc fitting, pump plate, hoses and clips to be supplied by 
team. 

SUMMARY 

This is a very simple system which is cost effective 
and will  be easy to maintain/service. A certain 
amount of retro-fitting is  required by site engineers to 
fully fit. 

However the simple design and small footprint should 
make  this also a very simple task. 
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“Following our conversation, I have not carried out a cost saving exercise but I can give 
you the experience we have with  Store Street plaza. The area has been sealed including 
the granite spheres which act as bollards. The area is cleaned once  a week. A two man 
crew with a truck mounted power washer took four hours to clean the plaza. Since the 

area has been  sealed it takes the crew around forty minutes to wash down the plaza as 
food and drink staining is not embedded in the  stone and does not require the 

concentrated effort that was previously required to remove it. The saving has been in time  
and allows the crew to move on to other areas instead of spending a half a day on one 

location.” 
John McPartland Dublin City Council. 

Store Street plaza, Dublin 



LUAS LINE. Sisk & Sons, Dublin 
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PROTECTiT 100 PORTFOLIO 



GRAFTON STREET. Dublin 
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PROTECTiT 100 PORTFOLIO 



CLIENT: NRA Ireland 
“The National Roads Authority in Ireland has, since 2008, been protecting structures  
within the national road network using ‘Protectit100/ HBG’ supplied by ProtectiT SP. 
This product is a spray applied surface impregnation protective agent which has been  
applied to both new and existing concrete and masonry structures. 
The product, which is BBA approved and CE marked in accordance with the requirements  
of EN 1504-2 : 2004, has been applied to over 350 no. structures across the national road  
network by specialist approved applicator Silcon Systems Limited, providing protection  
to a total exposed area in excess of 400,000 m2. 
Since application, those structures which have been treated have shown no apparent  
signs of material deterioration or distress whilst their as-constructed aesthetic appearance  
has been maintained, with no obvious surface contamination or fungal growth. 
In addition, on surfaces treated with this product, graffiti has been easily removed without  
detriment to the finished texture of the structure itself.” 

Mr. John Iliff - Senior Project Manager, Structures 
T: +353(0)16602511 E: iliff@nra.ie 
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REDIPUGLIA BURIAL GROUND 
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TURIN,  PORTA NUOVA RAILWAY STATION 
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SPARKASSE MAIN OFFICES, BELLUNO ITALY 
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VILLA LOGHETTO, BOLOGNA - ITALY 
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FRANCIA, CAP FERRAT, “ VILLA SERAGNOLI” 
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IRIS CERCAMICHE, MODENA 
 

   

www.protectitsp.co.uk | info@protectitsp.co.uk - 53 
- 

09 
08. PROTECTiT 100 PORTFOLIO 



CLIENT: Dublin City Council 
“Following our conversation, I have not carried out a cost saving exercise but I can  
give you the experience we have with Store Street plaza. The area has been sealed  
including the granite spheres which act as bollards. The area is cleaned once a week. 

A two man crew with a truck mounted power washer took four hours to clean the  
plaza. Since the area has been sealed it takes the crew around forty minutes to wash  
down the plaza as food and drink staining is not embedded in the stone and does  
not require the concentrated effort that was previously required to remove it. 

The saving has been in time and allows the crew to move on to other areas instead  
of spending a half a day on one location. 

John McPartlan - Public Domain Officer, Dublin” 

TESTIMONIAL 
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TESTIMONIAL 



Ashford Castle. Cong, Co. Mayo 
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PROTECTiT 100 PORTFOLIO 



Trinity College. Dublin 

UNTREATED TREATED 

PROTECTiT 100 PORTFOLIO 



GLASNEVIN. Cementary, Dublin 
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PROTECTiT 100 PORTFOLIO 



M18. Motorway, Ireland  
Over 500,000m2 have been treated with PROTECTiT 100 
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ABEL & CLELAND. Techrete UK London 
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MERSEYSIDE BRIDGE. Shay Murtagh, UK 
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PROTECTiT 100 PORTFOLIO 



UPPER STREET. London 
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SAN PAOLO MAGGIORE – Bologna, ITALY 
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Application at San Paolo 
M a g g i o re C h u rc h i n 
Bologna. 
 
Objective:  
 
 A p p l i cat i o n o f t h e 
impregnation on the 
Churchyard and water 
absorption test to certify 
water repellancy of the 
treated surfaces.  



BOTANICAL GARDENS – Palermo, ITALY 
Protection of the four statues representing the four seasons. Approved by Mibact 
(Italian Ministry of Culture) 
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Bologna – Faculty of Mathermatics 
TESTIMONIAL 
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CASE STORIES 

Graffiti removal – microabrasion technology 



TESTIMONIAL 
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•  Ready to use. 
 
•  can be rinced with water 
 
•  proven efficacy and pleasant fragrance 
 
•  water based, easy to remove 
 
 
 
VEGEGRAF is a new generation graffiti cleaner. It is obtained from renewable vegetal 
substances with the lowest toxicity classification for humans and the environment 

VEGEGRAF 
anti-graffiti cleaner – based on vegetal active 
substances – ready to use 

FLUOROPOLYMER-BASED PROTECTION AND GRAFFITI REMOVAL 



TESTIMONIAL 

- 66 - 

10 

www.protectitsp.co.uk | www.ibix.co.uk 

Main components 
Mixes of oxygenated solvents and agents of natural 
origin. Fragrance with no allergens 
Typical chemical and physical features 
pH = 8. 
Volumetric mass  : 1070 +/- 10. 
Viscosity : 4000 cP +/- 500 (BROOKFIELD @ 20°C). 
Fruity fragrance : green apple 
VOC content :  3.5 %. 
Storage 
Shelf life  20 °C : 24 months and more. 
Labels 
Classified and labelled in conformity with CLP 
UE n°1272/2008 standard. See data sheet 



TESTIMONIAL 
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VEGEGRAF can be applied using a brush or a sprayer. viene applicato a pennello o spruzzo. 
Leave for 5 to 10 minutes depending on the graffiti layers and paint thinckness and the 
surface porosity. Then, rub lightly with a damp cloth and rince with water. The best results 
are obtained on smooth or slightly porous sufarces 

VEGEGRAF 
Ready to use graffiti cleaner based on vegetal substances 
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GRAFFITI REMOVAL 

After application the proudct needs to be washed away. As you can see the 
graffiti can be easly removed just with a sponge. 
 
However, if the surfaces has not been previously protected, some 
“shadows” may stay and still be visible. 
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GRAFFITI REMOVAL 

Same opertation on a surface that has been previously treated with a fluoropolymer-
based impregation product 

As you can easily see, on the surface that had been previously protected with 
fluoropolymer-based impregnation, the graffiti can be completely removed and no 
shadows or halos are left. 



Thank You 


